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Abstract
In the ﬁeld of microrobotics, actuators based on smart ma-
terials are predominant because of very good precision, in-
tegration capabilities and high compactness. This paper
presents the main characteristics of Magnetic Shape Mem-
ory Alloys as new candidates for the design of micromecha-
tronic devices. The thermo-magneto-mechanical energy
conversion process is ﬁrst presented followed by the ade-
quate modeling procedure required to design actuators. Fi-
nally, some actuators prototypes realized at the Femto-ST
institute are presented, including a push-pull bidirectional
actuator. Some results on the control and performances of
these devices conclude the paper.
1. Introduction
Electromagnetic devices have become promising con-
tenders in the area of ultra-high precision manufacturing,
manipulation and sensing. Most of these promising new
technologies uses active/adaptive materials as a base for
actuation principles because of compactness, integrations
and smart use capabilities [1, 2]. This paper reports recent
results obtained using a new type of smart material called
Magnetic Shape Memory Alloy (MSMA) which is an alloy
of Ni-Mn-Ga.
Currently, most of the high-precision devices use piezo-
electric materials such as PZT because of their high-
dynamic bandwidth and their nearly linear behaviour.
Piezoelectric materials are used to design microposition-
ing devices by using classical mode of working [3, 4] or
by using stick and slip mode of working [5, 6]. In the
ﬁeld of magnetic active materials, the main applications
use magnetostrictive materials [7, 8] especially Terfenol-
D. This material is the most used because of the important
progress in its performances since its ﬁrst use in 1950 by
the Naval Ordnance Laboratory in the USA and its high
magneto-mechanical coupling compared to the other mag-
netostrictive materials. Examples of actuators and position-
ing devices using magnetostrictive materials can be found
in [9, 10, 11].
Piezoelectric and magnetostrictive materials are the
most used adaptive materials for positioning application.
Nevertheless, alternative solutions exist and MSMAs are a
class of active materials which typically generate 6% strain
in response to externally applied magnetic ﬁelds [12]. In
contrast to conventional heat driven shape memory alloys
(SMAs), the magnetically driven MSMAs exhibit higher
operating frequency, making them attractive for actuation
applications. Most of the work on characterization and
modeling of MSMAs has been focused on quasistatic ac-
tuation, i.e., strain dependence on magnetic ﬁeld. Very few
studies take into account the dynamical behaviour and even
fewer propose MSMA based actuator prototypes. The pur-
pose of this paper is to present a modeling procedure taking
into account the complex magneto-mechanical behaviors of
MSMA and the dynamical characteristics of actuators at the
same time, to design new micropositioning devices.
Among all the offer concerning magnetic active materi-
als, Magnetic Shape Memory Alloy is a relatively new can-
didate. It was ﬁrst experimented in 1995/1996 at the MIT
for the Ni-Mn-Ga alloy [13] and at the University of Min-
nesota for the Fe-Pd alloy [14]. Since these ﬁrst works, lots
of researchs have been conducted all around the world (see
[15, 16] for reviews) but very few concrete applications ex-
ist today due to the complex dynamic behaviour of MSMA
and due to the difﬁculties to improve its manufacturing pro-
cess. Currently, only single crystal samples present signiﬁ-
cant magneto-mechanical coupling characteristics and even
if a lot of studies are conducted concerning thin ﬁlms de-
position and polycrystal samples [17, 18], these types of
structures are presently less adequate for actuation applica-
tions because of a lower magneto-mechanical coupling.
MSMA can be seen as a mixture of a classical shape
memory alloy (SMA) and a magnetostrictive material. In
a way, its microscopic behaviour is similar to SMAs but
strain is not only due to a martensite/austenite phase trans-
formation but is also due to a martensite reorientation un-
der magnetic ﬁelds. In this second mode of working –
martensite rearrangement –, MSMA can be compared with
standard magnetostrictive materials but with a much more
important magneto-mechanical coupling (6 % of maximal
strain for Ni-Mn-Ga instead of 0.16 % for Terfenol-D).
This paper ﬁrst explains the working principle of this
active material and gives some tools for static and dy-
namic behaviour modeling. Then, some design rules will
be presented to propose efﬁcient actuators. These mod-
eling works will be used as guidelines to design a new
micro-positioning stage. It will be based on two antag-
onist MSMA-based actuators to perform a one-degree-of-
freedom linear axis stage with a full-range motion of the
order of millimeters and a micrometers precision. Mea-
surements conducted on the prototypewill be presented and
commented.
2. Basis on MSMA modeling and behaviour
2.1. MSMA Properties and Characteristics
As seen before, the working principle of MSMA is quite
similar to the working of SMA but its actuation can also
result from magnetic ﬁeld application. This second mode
of working allows to increase signiﬁcantly the dynami-
cal bandwidth of the device because it uses a magneto-
mechanical energy conversion process instead of a thermo-
mechanical. Since ﬁfteen years, these materials knew some
improvements concerning mainly the working temperature
range and the maximum available strain. When actuated
by magnetic ﬁelds, a large strain (6 to 10 %) is obtained
with a response-time in the range of milliseconds (to com-
pare with tenth of seconds or even seconds for SMA).
The MSMA used in this paper is a non-stoechiometric Ni-
Mn-Ga monocrystal corresponding to the most currently
used MSMA materials. In this alloy, the martensite phase
appears in three different variants corresponding to the
three possible crystallographic directions in the sample (see
Fig. 1 (a)).
The martensitic reorientation principle is presented in
Fig. 1 (b): at high temperature, the MSMA sample is in
austenitic phase (A). After a cooling process, the austenite
phase is transformed into a martensite phase without any
favoured variants. Therefore the resulting sample contains
martensite variants into three equal portions (M1, M2 and
M3). If a mechanical stress is applied in a speciﬁc direction,
then the fraction of variant with its short axis in this direc-
tion grows. If this stress is high enough then the sample will
only contain this variant (for example M2 in Fig. 1 (b)). If
the stress decreases, the volume fraction of the M2 variant
also decrease but in an irreversible behaviour (large hystere-
sis). In a same way, if a magnetic ﬁeld is applied, the vari-
ant with its easy magnetization axis in the ﬁeld direction, is
favoured. For MSMA, the easy magnetization direction is
the same as the short axis of the M1 variant. In this case,
this variant fraction increases as shown in Fig. 1 (b) by the
application of a magnetic ﬁeld perpendicular to the stress
ﬁeld. The balance between magnetic ﬁeld and mechanical
stress allows a control of the macroscopic strain. With a
pre-stress, one can therefore obtain an actuator driven by
the magnetic ﬁeld only. Austenite phase can also be recov-
ered by heating.
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Figure 1: MSMA behaviour: (a) austenite phase and the
three martensite variants and (b) martensitic reorientation:
effects of mechanical stress, magnetic ﬁeld and tempera-
ture.
Besides these interesting properties, the material also
has some important drawbacks. They are the brittleness
of the single-crystal, the high required magnetic ﬁeld (400
kA/m), the large dependence of the material parameters on
temperature changes, a small blocking stress (2-3MPa) and
a large hysteretical thermo-magneto-mechanical behaviour.
More details about the structural properties of this material
can be found in [15].
2.2. Quasi-Static Modeling of MSMA
Two theories can be used to model the behaviour of
MSMA:
• The ﬁrst one is based on microscopic properties and
physics of solid. The following papers are represen-
tative of the works done on MSMA materials with
this approach [19, 20, 21, 22].
• The second one is based on macroscopic properties
and thermodynamics. In [23, 24, 25], such mod-
els are proposed whereas in [26, 27, 28], a more
mechatronics-based approach is taken. They explic-
itly take into account the salient features (dynamics
of system) required to make actuators.
While the ﬁrst theory is prefered by physicists, the second
one is prefered by engineers and is best-suited to design ac-
tuators and micropositioning applications. This paper will
focus mainly on actuator design and only few details will be
given concerning our modelling works (recent results could
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be found in [29]). To simplify the mathematical expres-
sions, only isothermal actuation in the xy plan is considered
in this paper with a control of position along the x axis. In
such a conﬁguration, only M1 and M2 variants are relevant.
To model quasi-static behaviour of MSMA using the
thermodynamic approach, it is ﬁrst necessary to propose an
expression for the internal energy U or a similar thermo-
dynamic potentiel using Legendre Transform (for exemple,
Gibbs free energy G or Helmholtz free energyF ). This po-
tential must take into account all physical phenomena that
are necessary to capture the experimental behaviour [30]
namely:
• chemical energy,
• thermal energy,
• mechanical energy,
• magnetic energy.
In the case of MSMA, an irreversible behaviour takes
place when phase rearrangement or transformation appears.
This one is associated with a dissipation function and a
Clausius-Duhem inequality is able to take into account the
irreversibility and the increase of the total entropy of the
system. In our work, thermodynamics of irreversible pro-
cesses with internal variables is used. These internal vari-
ables are quantities used as additionnal internal state vari-
ables. This additional knowledge from the micro-physical
material behaviour permits to compute explicitely the avail-
able work in the case of irreversible processes.
The complete thermodynamic expressions of MSMA
used by authors are fully described in [28] and the inter-
nal variables are linked to a micro/macro approach. The
Fig. 2 displays a Representative Elementary Volume of the
MSMA, i.e. a mean – macroscopic – representation of the
microscopic structure of this material. This one allows to
express different internal variables:
• zo: austenite volume fraction,
• zk: volume fraction of martensite variant k (k ∈
{1;n}), i.e. the martensite presents n different vari-
ants. Let
n
Σ
k=1
zk = (1 − zo) be the global fraction of
martensite,
• α and (1 − α) the proportions of the Weiss domains
inside a variant representing the Representative Ele-
mentary Volume,
• θ the rotation angle of the magnetization vector asso-
ciated to the two Weiss domains of variant M2. In-
deed, under the magnetic ﬁeld ~H , this magnetization
rotates in order to become parallel to the magnetic
ﬁeld. As the ﬁeld ~H is parallel to ~x, there is no rota-
tion of Weiss domains of variantM1.
M1 M2 
(1-z) (z) 
x 
y 
α
 
α−
θ
θ


 
Figure 2: Representative Elementary Volume when the
MSM sample is only composed of two martensite variants
M1 andM2 (z = z1 and 1− z = z2).
In [28], we proposed the following expression for the
Gibbs free energy :
ρG(σ,H, T, z, α, θ) = Cp
[
(T − To)− T · log
T
To
]
− σγz −
σ2
2E
+K12z(1− z)
− µoMS
(
z
(
(2α− 1)H −
MS
2χa
(2α− 1)2
)
+ (1− z)
(
(sin θ)H −
MS
2χt
(sin θ)2
))
(1)
where σ, H and T are the stress, the applied magnetic ﬁeld
and the temperature of the MSMA sample, respectively.
All other variables are material parameters and can be ex-
perimentally identiﬁed (see [31]). In this expression, the
magneto-thermo-mechanical coupling is expressed by the
choice of the internal variable z. The total strain ε can there-
fore be deduced as:
ε = −
∂(ρG)
∂σ
=
σ
E
+ γz = εe + εdtw (2)
with εe the elastic strain and εdtw the strain resulting from
a rearrangement between M1 and M2 variants (γ = 0.06 is
the maximal strain due to a complete martensitic rearrange-
ment). The magnetizationM can also be computed as:
µoM = −
∂(ρG)
∂H
(3)
= µoMS ((2α− 1)z + sin θ(1− z)) (4)
With this modelling procedure, a thermodynamical forceπz
associated with the z fraction of martensite is also deduced
as:
πz = −
∂ρG
∂z
= σγ −K12(1− 2z)
+ µoMS
[
(2α− 1)H −
MS
2χa
(2α− 1)2
−H sin θ +
MS
2χt
sin2 θ
]
(5)
This term can be used explicitly in the Clausius-Duhem in-
equality to compute the dissipation dD, i.e. the irreversibil-
ity of the processes, associated with a phase rearrangement7
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processes.
dD = πzdz ≥ 0 (6)
This explicit expression can therefore be used to integrate
the available work
∫
d¯W resulting from the energy conver-
sion process. This quasistatic modeling based on thermody-
namics of irreversible processes can be used to predict ac-
curatelly the stress/strain behaviour of MSMA samples as a
function of the applied magnetic ﬁeld and applied external
stress. A comparison between simulation and experimental
results are plotted in Fig. 3 (see [28]).
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Figure 3: Strain vs stress plots for two different mag-
netic ﬁelds: model prediction (solid line) and experiments
(crosses or circles) [28].
2.3. Dynamic modeling of MSMA based actuators
At this point, it should be emphasized that an actuator is
not only a smart material but a more complex mechatron-
ics device which includes a smart material, a mechanical
structure, a power supply, a load, its associated control sys-
tem and a few other components. To model the dynamic
behaviour of such a device, the authors proposed in [31] to
associate thermodynamics of irreversible processes with an
Hamiltonian modeling. The irreversible behaviour associ-
ated with the MSMA non-linearity can be captured with in-
ternal variables and the behaviour of other components can
be capture with generalized coordinates q and generalized
momenta p. This association allows to extend the “classi-
cal” Hamiltonian formalism to the non-conservative case
(open and dissipative) with geometric or kinematic con-
straints. The Hamiltonian formalism uses an energy func-
tion – a thermodynamic potential – corresponding to the to-
tal energy of the system, the Hamiltonian functionH(q,p)
[32, 33].
For a conservative system – a thermodynamically close
and non-dissipative system –, we simply have: H(q,p) =
T (p)+V(q)with T and V the kinetic and potential/internal
energy of the system. But an open system as our actua-
tor means that it exchanges some energy with external en-
vironment. This is the case, for example, when the sys-
tem is controlled with an external generalized force fext de-
pending explicitly on the time t (we then speak about non-
autonomous systems). For our system, the external gener-
alized force is the current or the voltage – depending on
the type of control – supplied by the electronic power con-
verter. Furthermore, a dissipative system means that some
part of the inner energy is non-available after any motion of
the system as claimed by irreversibility and the Clausius-
Duhem inequality. This could be computed using dissipated
energy during any motion. Finally, system with constraints
means that there is some topologic constraints on the admis-
sible motion of this system. These geometric or kinematic
constraints can be taken into account in the dynamical equa-
tions using a Lagrange multiplier technique. To include all
these phenomena, we make use of an extented Hamiltonian
function H′ with these features:
• The external generalized forces fext(q, t) are taking
into account in the variation of H′ by adding the in-
ﬂuence of their virtual works δWext = fext(q, t)·δq.
• Dissipations by static and viscous frictions are taking
into account by adding their dissipated energies vari-
ations δQs(q) and δQv(q˙). The dissipation by vis-
cous frictionQv(q˙) is computed with a Rayleigh dis-
sipation functionR(q˙) likeQv(q˙) =
∫ t2
t1
R(q˙) dt.
• The holonomic kinematic constraints c(q) = 0 are
taking into account with a Lagrange multipliers tech-
nique by adding the term λ · δc(q) to the variation
δH′.
Finally, we have:
δH′ = δH− fext · δq− δQs − δQv + λ · δc (7)
The Hamilton principle using δH′ gives the following
Hamilton equations:

q˙i =
∂H
∂pi
p˙i = −
∂H
∂qi
−
∂R
∂q˙i
+
∂Qs
∂qi
+ fext,i − λi ·
∂ci
∂qi
(8)
These equations were used to model the dynamic behaviour
of a simple actuator usingMSMA and described in [31] and
in the Fig. 4 (a). The comparison between theoretical and
experimental dynamical response for an open loop control
(voltage step) are reported in the Fig. 4 (b) and shows that
the predictions given by this modelling procedure are quite
accurate (see [31] for more details).
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Figure 4: (a) description of a simple MSMA actuator, (b)
dynamic behaviour of the system: voltage, current and dis-
placement vs time (simulation: dotted line and experimen-
tal results: solid line) [31].
3. MSMA as an active material for actuator
design
3.1. General design considerations
Very few prototypes of actuators using MSMA are reported
in the literature. The majority use the simple principle de-
scribed previously in Fig. 4 (a), [34, 35, 36] and some few
others use in addition the Inchworm or stick and slip prin-
ciples [37, 38]. The descriptions and models presented in
authors previous papers and summed up in the previous sec-
tions give a better understanding of MSMA behaviour. This
knowledge can therefore be used to design new actuators
and to improve the performances of these devices. One of
our latest version of actuators will be described in the fol-
lowing. Its characteristics and performances will be dis-
cussed.
3.2. Push-Pull Configuration
The study of the simple actuator described previously and
in [31] shows that some advantages and disavantages of
MSMA must be exploited to design competitive actuators
compared to actuators using other active materials. First,
it should be stressed that MSMA is not, at the moment,
competitive for applications where other active materials
are well-established. In particular for very high precision
positioning (better than one micrometer) or for very small
displacements (in the nanometer range), piezoelectric ma-
terials are far more competitive. In addition, if very low
bandwidth and high forces are required, thermal or classi-
cal SMA materials are better-suited. The ﬁeld of applica-
tions for MSMA must be found as niches where its speciﬁc
characteristics can be exploited and its main drawbacks hid-
den. The following technical speciﬁcations were proposed
to design a second version of MSMA based micro-actuator:
• The actuator must be as fast as possible (fast dy-
namics). This property mainly depends on the cur-
rent establishment time, therefore, the coil design and
the power electronics have to be improved and opti-
mized.
• The mechanical structure must be designed to avoid
backslash (for precision considerations) and friction
(for efﬁciency considerations).
• Temperature of the device must be kept below 40 oC
to avoid austenitic transformation.
• A position sensor has to be included in the ﬁnal de-
vice to allow a position feedback control. The overall
dimension must be kept as small as possible.
Several keynotes must be stressed for a good design
with MSMA. These active materials present a strong hys-
teretical behaviour that must be exploited as a consequence.
For example, this hysteresis should be used to keep a sta-
ble position without external supply. This allows a low en-
ergy consumption for embedded applications in space or in
microrobotic ﬁelds. Authors proposed in [39] to achieve
this by using a push-pull conﬁguration as described in Fig-
ure 5. This conﬁguration allows to replace efﬁciently the
mechanical pre-stress device of MSMA simpler actuators.
The working of this device follows these steps (see Fig-
ure 5):
• a linear simple MSMA actuator A is used to displace
the positionning stage in the +x direction: a mag-
netic ﬁeld in the A airgap reorients martensite M1
of the A MSMA sample into martensite M2. This
pushes the positioning stage in +x direction,
• this motion stresses the linear simple actuator B and
transforms its M2 martensite into M1 martensite,
• if no ﬁeld is applied, the static position of the stage is
kept thanks to the strong hysteresis of the stress/strain
characteristic of MSMA (nevertheless, external load
must be kept under a blocking stress, see Figure 3),
• the linear MSMA acturator B is used to displace the
positioning stage in the −x direction. The principle
is the same as for the actuator A except for the direc-
tion.
A new prototype is designed according to the previous
requirements. The coils are fully-optimized using both an-
alytical and ﬁnite elements methods. The actual coil struc-
ture creates a magnetic ﬁeld of 1 T with a current of 2 A
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Figure 5: Description of the push-pull conﬁguration of an
actuator using two antagonist MSMA samples.
for a size of 19 × 25 × 25 mm3. The power electronics
is designed to feed the two coils using Pulse Width Mod-
ulation (PWM) techniques and a displacement sensor is
now included in the ﬁnal prototype. Electronics includes
a feedback control of the current, a PWM generator, a dis-
placement feedback control and a temperature control (us-
ing micro-thermocouples). Figure 6 shows the CAD model
of this device and a picture of the ﬁnal prototype. The over-
all dimensions of this actuator are 110× 40× 30 mm3.
(a)
(b)
Figure 6: Push-pull actuator using two antagonist MSMA
samples: (a) CAD model, (b) picture of the ﬁnal prototype.
Another drawback of MSMA is its very low efﬁciency.
It is also the case for SMA but it is ampliﬁed in this case
by the magnetic actuation because of the requirement of a
relatively high magnetic ﬁeld density (around 1 T) inside
the MSMA sample to activate martensite reorientation. To
reach these levels, high current are required into the coils
and this leads to signiﬁcant Joule effect losses. Due to heat
diffusion, these losses could increase the temperature inside
the MSMA and, as a consequence, cancel out the working
principle of this actuator because of a martensite/austenite
transformation above a temperature threshold.
To by-pass these problems, it is be possible to fed these
coils by current pulses.
3.3. Characteristics and performances
With this new device, some measurements were conducted
to extract the performances of this new MSMA-based actu-
ator. Theses performances are summarized in the sequel:
• Displacement range: a total displacement range of
approximately 1 mm is now possible. The range is
different at high and low velocities as it was proved in
[40]. These differences result mainly of different bal-
ances between energy transfer (available work) and
dissipation at low and high velocities. Some results
are reported in Fig. 7 for a low and a high speed mo-
tion. Without external load, the time constant of the
position control is in the order of 10 milliseconds.
The maximal blocking force is between 2 and 3 MPa.
• Efﬁciency and control by current pulses: as previ-
ously noticed, a control by current pulses is possi-
ble (see Fig. 8). This mode of working gives two
mains advantages. First, the actuator keeps a posi-
tion at rest without feeding: this limits the energy re-
quirements and gives the device a high efﬁciency in
static mode. Secondly, the actuator can be supplied
by current pulses to change a position: this allows a
high reduction of the mean value current and there-
fore a major decrease of the joule effect heating. The
maximum current in the coil can be easily increased
for a short time, without any austenitic transforma-
tion (only magnetic ﬁelds intensity signiﬁcantly ac-
tivate martensite reorientation). As this ﬁeld is pro-
portional (without saturation) to the current times the
turns number of the coil, we can increase the current
as well as the number of turns to increase this ﬁeld. In
current pulse mode, heating phenomena are lowered
even if the current density is signiﬁcantly increased
beyond the standard levels met in classical electro-
magnetic devices. From the design point of view, it
is also relevant to reduce the section of wires and to
increase the number of turns for the coils. This allows
to reduce the size of the device and to boost signiﬁ-
cantly the magnetic ﬁelds, and therefore the overall
performances of the device.
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• Resolution and precision: the resolution was mea-
sured with a train of pulse (see Fig. 9), the maxi-
mal precision is about 1 micrometer and it seems,
at the moment, difﬁcult to improve this accuracy.
This limit is mainly due to the complexity of the
dynamic thermo-magneto-mechanical behaviour and
the difﬁculty to achieve an accurate control (non-
linear and non-invariant system, manufacturing pro-
cess defect,...). Therefore, at this time, MSMA-based
actuator are hardly relevant for the high resolution
actuator when the precision must be far better than
micrometer. Nevertheless, for precision in the range
of micrometers, MSMA is a valid alternative to other
active materials.
Figure 7: Displacement measurements of theMSMA-based
actuator (low and high velocity modes of working).
Figure 8: Current pulses control of the MSMA-based actu-
ator.
3.4. Control strategies
To increase the precision and robustness, this actuator was
also feedback-controlled using position and current mea-
surements. The current sensor is a Hall-effect sensor (LTS
25 NP from the LEM company) and the integrated position
sensor is a low-cost photoelectric infrared reﬂexion sensor
(HOA 1404-002 from the Honeywell company). This lat-
ter has a measurement range of 2 mm with a precision of
a few micrometers depending on the analog signal process-
ing and on the quantization of the analog to digital converter
connected to the digital controller. Figure 10 represents the
Figure 9: Resolution of the MSMA-based actuator.
block-diagram of the feedback control with a “linear” cur-
rent control (without current pulse control). This feedback
control is enough to give a positioning precision of a few
micrometers.
Position
controler
Set
position
+
-
PID
PWM
ampliﬁer
MSMA
actuator
current
sensor
position
sensor
current position
Figure 10: Block-diagram of the feedback control of
MSMA-based actuator with a “linear” current control.
One of the main advantages of active materials is the
possibility to use them as actuator as well as sensor. This
seems also possible with MSMA materials as reported in
[41]. This paper uses the change of the inductance value at
low magnetic ﬁeld as an indirect measurement of the stage
position. This indirect measurement was also noticeable on
our device and we are currently studying the self-sensing
potential to remove the integrated position sensor. Nev-
ertheless, perturbations due to the saturation of magnetic
cores at high current level and to the electromagnetic radia-
tion of the PWM power converter lead to an important sig-
nal processing treatments and to real-time problem of com-
putation. These estimation difﬁculties reduce signiﬁcantly
the precision of the self-sensing indirect measurements in
the device. Nowadays, the precision of this actuator with
an integrated position sensor is far better than the precision
using a self-sensing estimation principle. It will certainly
be improved in the near future.
Some works are actually conducted by the authors
concerning the improvement of the non-linear control of
the device using port-Hamiltonian control techniques [42].
These advanced control strategies [43, 44, 45] are fully-
compatible with the thermodynamics/Hamiltonian model-
ing presented in this paper.
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4. Conclusion
In this paper, the working principle of Magnetic Shape
Memory Alloys was explained. An extented thermody-
namics/Hamiltonian formalism was presented to model the
complex non-linearmagneto-thermo-mechanicalbehaviour
of this relatively new active material. Based on this model,
an application of a push-pull actuator was proposed, de-
signed and experimented. Somemeasurements are reported
showing a precision of a few micrometers for a displace-
ment range of 1 mm with a time constant of about 10 mil-
liseconds with no load. The control of this actuator can be
achieved with a pulse current feedforward control or with
a current/position feedback control. Typical applications
of such kind of actuators are in the micro-robotic or spa-
tial ﬁelds with requirements between these of piezoelectric
active materials and these of SMA active materials. The
maximal strain of MSMA is one or two orders greater than
that of piezoelectric or magnetostrictive materials and the
response-time of MSMA is one or two orders smaller than
that of classical SMA. For larger motions, the displace-
ment range of this actuator can be ampliﬁed with compliant
mechanical structures as is the case for actuators based on
other active materials (see [46] for a ampliﬁed piezoelectric
structure and [47] for an ampliﬁed magnetostrictive actua-
tor).
Self-sensing potentials can also be pursued but cur-
rently technological improvements must be reached to re-
place efﬁciently integrated position sensor. Authors are ac-
tually focused on the control problem to improve the perfor-
mance of this device using port-Hamiltonian control tech-
niques. These ones are fully-suitable for the thermody-
namics/Hamiltonian modeling presented in this paper and
they can take into account the strong non-linear hysteretical
behaviour of these active materials. Nevertheless, the dy-
namic magneto-thermo-mechanical behaviour of this mate-
rial is so complex and so strongly non-linear that even to-
day, due to a major control difﬁculties, the diffusion of this
promising technology is dramatically reduced.
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